Pharos Popupnstallation Instructionsfor LabPrinting with Mac OS X

Versions
10.4¢ Tiger
10.5¢ Leopard
10.6- Snow Leopard

To download software please visit www.miami.edu/uprintand clickond 52 gyt 21 R 5|
é

-

-

e Please see Important Noteson Pharos Popupn page 6 of this document before continuing
with installation.

o Verify your Operating Systeny clicking on the Apple Menuand selecting GAbout this Mac

e For Snow Leopard please click the link here, and download and install the package.
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http://www.miami.edu/uprint
http://www.apple.com/downloads/macosx/apple/firmware_hardware/ricohprinterdriversformacosxv106.html

ForTigerand Leopard - Follow Steps-lll.

For Snow Leopard skip to Step Il, do not install the PPD package.

l. Installing PPD Package

To install the PPD package:

Log in as an administrator account

Double click on the PPD_Installer.dmgron

Double click on the PPD_Installer.pkicon.Ad 2 St O2YS { ONBSyé¢ Attt | LILISI
Follow the prompts to install.

Mo

1. Installing PharosPopup

To install the Pharos Popup for Wireless Printing:

Log in as an administrator account

Double click on the Popupdmgicon

Double click on the Popup.pkgh 02y ® | G2 St 02YS { ONBSyé¢ gAtft | LILISH
Click Continueand Agreeto the license agreement

Click Install or Upgrade The installer will automatically install the Popup and required support files.

When the installer is finishedan & L y & G | £ f screed2@lypéas GdtClose

2L e A

Il Installing Pharos Notify
1. Double click on the Notify.mpkgA O2y ® | a2 St 02YS { ONBSyé¢ gAtf | LIIS
Follow the prompts and enter your administrator passwordwvhen prompted. Click OK
Enter the Server Addresas shown in the picture below.
Follow the prompts and click Doneat the Conclusiorscreen.
Click Closeon the Install Notify screen.

o~ wD

Notify Setup Assistant

Server Address

Enter the following network details for the Pharos Database
Server.

Server Address: | 10.32.2.109|

Server Port: 2355

Server Timeout (s): 30
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Configuring Printers

For OS X10.5Leopardand 10.6 Snow Leopard

1. Open System Preferenceand click on the Print &Faxicon

System Preferences

|| Show Al
Personal
— | Al
¢ @
B & M B @ o
Appearance Desktop & Dock Exposé & International Security Spotlight
Screen Saver Spaces
Hardware
(\;\ - - (= N -
9 b i L ﬁ .
Bluetooth CDs & DVDs Displays Energy Keyboard & Print & Fax oun
Saver Mouse
Internet & Network

2. Clickthe -* (Add)button in the Print & Faxdialogbox

3. Click on the Advanced button(if Advanced buttonappears, skip to step 4)
If the Advanced buttondoes not appear in the Add Printerdialog box:

a. Hold down the Controlkey on the keyboard (or right click) and click anywhere in the toolbar

b. From the drop down menu that appears, select Customize Toolbar

|
) k |
Icon & Text

Icon Only
Text Only

Protocol: [ Line Printer Daemon - LPD Use Small Size

Address: [|
Enter host name or IP address. 7

Keep Item Visible
Remove Item

Queue: [ Customize Toolbar...

Leave blank for default queue.

Name: No Selection

Location: No Selection

Print Using: |

‘‘‘‘‘‘

Drag your favorite items into the toolbar...

3 A e R
&2 =
Windows Default P Bluetooth Advanced ax AppleTalk
ol @) =4 ] Ao

Location: Syst

Kind: HP1
Status: Idle

|
|
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d. Click on the Advanced button
Forsteps 47 that follow, see image below.

From the Typedrop down, select Pharos Print Server
In the URLfield enter: popup://10.32.2.109/WirelessUMbw WirelessUMbw is the que name
In the Namefield, enter: WirelessUMbw Printer mustbe named the same as the queue nam
From the Print Usingdrop down, select your correct printer model and click Add.

OTe

Advanced l
| Another Device !
popup://10.32.2.109/WirelessUMbw -

N o gk

—

000
saL T e s

Default Fax IP Windows Bluetooth AppleTalk More Printers

Type: | Pharos Print Server |

| 4>

Device:

URL:

Name:

Location:

Print Using:

Add

If your printer(s) do not appearthe PPD installation must be completed prior to steps 4-7.

10. Repeatsteps 1-8 above to add the device and print queue for WirelessUMcolor by replacing WirelessuUMbw with
WirelessUMcolor in steps 5 and 6 above. Remember, the printer name and queue names must match.

11. WirelessUMw and WirelessUMcolowill now show up in the list of printers.

12. You can configure Installable Optionsby clicking on Options & Supplie$n the Printer Listby opening the Printer
Utility and clicking on the Drivertab.

Frint & Fax

| Show Alil

3]

Print Using: | Ricoh MP C4500

i To wake full advamage of your printer's oprions, confirm that they are accurately shown
here. For Infarmavdon on your grinter and 11s opuonal hardware, check the printer's
documentavon.

MEUL FIP LaSEEL JUUU SeHEs

“ Tray 1

Status: Idle, DEH

€ Open Print Queue... X F Options & Supplies... )

Default Printer: | Last Printer Used v

er Size in Page Setup: [US Letter v

event further changes.

©)

OTray 4

¥ Duplex Unit

Accessory Ourput Bins: | Not instalied
Total Printer Memary: { 32 - 63 MB

Fit to Page: [ Prompt User

( Cancel } ( oK )
o S e 4

*Print using( slect from dropdown): For B&W Ricoh AficicsSP910DNPS
For Color: Ricoh AficioMP C4500PS
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For OS X10.4-Tiger

1. Open the Printer Setup Utility in /Applications/Utilities

[ 7 Utilities
Q
S — ()
Ll = "
istaller Java Keychain Access
on Assistant Netinfo Manager Network Utility
E R

== (HS
«dministrator System Profiler
A ) 7

2. Click the Addbutton in the toolbar (see image below).
3. While holding down the Option key, click on More Printers(see image below).

Printer List =]
- o H X
! Add Delete Utility ColorSync Show Info
Statu Kind
e0e Printer Browser =)
Default Browser : | IP Printer Search
Protocol: | Line Printer Daemon - LPD =)
Address: k2]
Enter host name or IP address
Queue:

Leave blank for default queue.

Name:

Location:

Print Using: | Please select a driver or printer model }%j

@ ‘

)

The system will search for a list of printers.

For steps 4 that follow, see image below.
4. From the topmost drop-down menu, select Advanced
From the Device drop-down menu, select Pharos PrintServer
In the Device Namdield, enter WirelessUMbwfor black and white. Printermust be the same as the queue name
In the Device URfiled enter: popup://10.32.2.109/WirelessUMbw WirelessUMbw is the queue name
From the Printer Modeldrop down, choose Ricohand select RicohAficio MP C450@PS.
Click Add

© o N oG
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066 Printer Browser O

' Advanced [ _
2
Device: ' Pharos Print Server m h

Device Name:  WirelessUMbw

Device URI:  popup://10.32.2.109/ WirelessUMbw

Printer Model: | Ricoh mh

—=

| Name

RICOH Aficio MP C3500 PS a
Y Y e N
RICOH Aficio SP 9100DN PS -
RICOH IPSiO CX2500 PS :

(_ Cancel ) m

If your printer(s) do not appearthe PPD installation must be completed prior to steps 4-8.

10. Repeatsteps 1-8 to add the LabCOLORevice and print queue by replacing LabBWwith LabColorin steps 6 and 7
above. Remember, the printer name and queue names must match.

11. WirelessJMbw and WirelessUMcolomwill now show up in the list of printers
12. You can configure Installable Optiongby clicking on Show Infoin the Printer Listby opening the Printer Utility.

s Bel e Printer List
H S 0Y ¥ o g
Make Default Add Delete ColorSync  Show Info

Testing the Setup

Restart the computerPrint a test page from any application by selecting either wirelesdJMbw or wirelessUMcolomwhen
printing (see arrow below). The printers and popups appear in order as pictured. Note: The first image may appear differently

depending on your system

000 Pharos Popup | Pharos Notify

Please provide the following information to print your document.
Please enter the last four digits of your C Number

I Print
Please enter your CanelD or Copy Card Number

Printer: | WirelessUMbw = Sebastian
Presets: | Standard = Please enter a name for this job |
I
Ibis|Gi I N
——— [ is|Genealooy This needs to be correct or your job will be canceled

Copies & Pages

Copies: |1 # Collated
Pages: @ All
OFrom: 1 to: 1
@ (poFv ) (preview ) (Supplies.— ) (Cancel ) (@Pame) e Gotace ) (EpanE) (CCancel ) (oK)

Important Notes on Pharos Popup

e Popup is currently not compatible with Fast User Switching feature of Mac OS X 10.3 and later. Always disable Fast

User Switching when installing Pharos Popup on a clierchine.
e Pharos Popup does not work with queues that have spaces in their names. Any queues whose names include a

space character must be renamed to work with Popup for Mac OS X.
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appears and the job does not print.
e Print jobs from applications running in Classic mode will not use Pharos Popup for Mac OS X. If the same
functionality is required for Classic applications, install Popup for Mac OS 9 and earlier. Popup for Mac OS X and
Popup for Mac OS 9 and earlier can be installed on the same client machine.

Removing Pharos Popup

To remove Pharos Popup from a client machine(s), run the Pharos Uninstaller

1. Launch the uninstaller application in /Library/ApplicationSupport/Pharos/Utilities

2. Select Pharos Popu@nd Pharos Notifyand/or any other Pharos components that you would like to
uninstall, and then click Continue

3. Alist of the selected items will be shown. Click Continue

4. Type in an administrator user name and password when prompted. The selected components will be
removed from the client machine, when finished, click Done.
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